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PART NO:

 R7/8" 

 11/16" THRU 

 18 15/32" 

 1 1/2" 

 14 11/16" 

 3 7/16"  2 3/32" 

 3 13/16" 

 5/8" 

 2 3/8" 

5" MIN
INSULATION

 2" IPS
( 2 3/8")

 3 1/4" 

 5/8"-11 
END VIEW

INSULATOR, STRUT, 2" IPS, PIPE COUPLING 
WITH CAP, 750 VDC, AL

2017.270.0
5.29.14

JL

DK

5.29.14

0 1 1INS-ST2-A13

  

WT: 6.03 LB

MATERIAL:
INSULATOR - 1-1/2" EPOXY - FIBERGLASS
INSULATOR ENDS - 
CLAMP BODY & CAP - ALUMINUM ALLOY ASTM B26, B179
BOLTS & LOCKWASHERS - STAINLESS STEEL
NUTS - SILICON BRONZE

MECHANICAL RATING:
MIN. ULTIMATE SLIP STRENGTH:
-PIPE CLAMP NO SET SCREW
-PIPE CLAMP SET SCREW (TORQUE 50 FT-LBS)
-PIPE CLAMP SET SCREW THRU PIPE (ONE SIDE)

ELECTRICAL RATING:
LEAKAGE DISTANCE:
DRY FLASHOVER:
WET FLASHOVER:
OPERATING VOLTAGE:

5.0 IN
60 kV
31 KV

750 VDC

3,000 LBS
5,000 LBS
8,900 LBS
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